JBN 22 e

hw&m‘_;‘h L - e Mﬁqu%?l (G n‘q—-

U.S. DEPARTMENT OF LABOR
Occupational Safety and Ilealth Administration

MATERIAL SRFETY DATA SHEET

. Form Approved
OMU No, 44-111387

Required under USDL Safety and Health Regulations for Ship Repairing,
~ Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

.+° + SECTION !
MANUFACTURER'S NAME : EMERGENCY TELCPHONE NO.
Cadillac Plastic and Chemical Co. _ 616/343-1341
' Numb ¢ " S nd 719 Cod . . -
“?Rﬁeﬁk@‘way;” aﬁﬁ?ﬁzggza4f£ﬁ$gf% 49006 ——

CHEMICAL NAME AND SYNONYMS

e e . TRADE NAME AND SYNONY S
. . (C1'pS218 Comp B /"

HEMICAL FAMTLY FORMUTS

rgan1c Eroxide Mixture RO 50,
;qﬁﬁyw.y*:*jv_;”‘ SECTION Il - HAZARDOUS INGREDIENTS
- ; ] . TLV . TLV

. PAINTS,.PRESIERVATIVES, & SQLVENTS % (Units) ALLOYS AND METALLIC COATINGS % | (Units)
PIGMENTS,. ... - # - * N/A BASE METAL N/A
CATALYST . .. . ALLOYS. ]
VEHICLE = - METALLIC COATINGS
- - T na RMeETAL - -
SOLVENTS - . :»ILul; (i(()ATII’{J\(: OR CORE FLUX
ADDITIVES - OTHERS
OTHERS

7 HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % (LTJnLns)
.| Benzoyl Peroxide ' 50 b ma/m
| Dityclo Hexyl Phthalate - 50

SECTION (i

- PHYSICAL DATA

BOILING POINT (°F.) N/A SPECIFIC GRAVITY (Hp0=1)
VAPOR PRESSURE (mm Hag.) N/A PR N T O TILE -
VAPOR DENSITY (AIR=1) N/A EVAPORATION RATE
1 §6LU§|LWY IN WATER Insol,

APPEARANCE AND DDOR

White granules with slight odor.

e,

b b et SECTION IV -

FIRE AND EXPLOSION HAZARD DATA

FLASH POINr (Method usnd)

Lol

EXTINGUISHING MEDIA

. "VA 7 “FeAMmMAuLE LimiTs N/A

Y KRk i , -

g]'l’c‘lil. f I{(l FIGHTING PROGCEDUIIRES

fires - wnter,

oam, or C0s.

Large fires - cvacuate arca and keep peroxide

wnt and rand
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Lo "SECTION V - HEALTH HAZARD DATA

THREBHOLD LIMIT VALUE 5 nig/m3 pure benzoy) peroxide

EFFECTS OF OVEREXPOSURE

EMERGENCY AND FIRST AID PROCEDURE
In case of contact with skln, wash with soap_and water. In case of contact with

’i‘1eyas. wash with copious quantities of water and consult physician. If inaested,

{nduce vomiting and consult a physician irmmadiately.

-+

St it v i SECTION VI - REACTIVITY DATA

Ty . 1Tl
‘222;; below |ono ABtE |5 Hieat; “Sparks, open flame and direct
80 'deg F. |stasLe X | sunlight. '

le'COMP_ATABILITV, {Matcrial: io avoid}

P “AZA§?8K§ﬁ§f°M€8§fEm§53°?Y§E%ab]e (2_ppm, 1 mg/m3)

-

i 1 CONDITIONS TO AVOID
A ,HAZARDOUS MAY OCCUR .
(o POLYMERIZATION
WILL NOT OCCUR . X i

e,

SECTION VIi - SPILL OR'LEAK PROCEDURES

" STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

! - .‘d‘

wash any skin areas contacted

O
“a

. WASTﬁ D{SPOSAL METHOD

sing a_non-sparking shovel, deposit peroxide in small shallow piles on scveral

4+ Sheets of newspaper. Ignite with torch having six-foot handle and back away.

. Do not burn more than one pound at a time;

SECTION VIl - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECT!ON [Specily type)

VENTILA'I’!_ON LOCAL EXHAUST o TEPECTAL

S iiie - | MECHANICAL (General) : _ - OTHER

'Phovscnvs GLOVES EYE PROTECTION
Recommended -

ine* § OTHER PROTECTIVE EQUIPMENT

eia SECTION X - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANOLING AND STORING . .
Use only w1tﬁ inert, noncontaminating materfals. Polyethylene, stainless steel,

teflon, or nylon are generally suitable. Do not use with materials susceptible to

O 6XTEEEYoN"® Do not have in work area, more material than may be used in one

production shift. L e . oL

L pARe ’

M N - .
.. MNCALA AN

.
s

it

BOE-C6-0203540




